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GENERAL SHEET NOTES

MECHANICAL SYMBOLS LIST

SYMBOL:         DESCRIPTION:

KEYNOTES

SECOND FLOOR DEMOLITION PLAN - MECHANICAL & ELECTRICAL

SCALE: 1/8"=1'-0"
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THIRD FLOOR DEMOLITION PLAN - MECHANICAL & ELECTRICAL

SCALE: 1/8"=1'-0"
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THIRD FLOOR PLAN - MECHANICAL & ELECTRICAL

SCALE: 1/16"=1'-0"
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PIPE SUPPORT DETAIL

NO SCALE

3

RATED FIRE BARRIER PENETRATION

NO SCALE

2

FAN COIL UNIT PIPING - FOUR PIPE

NO SCALE

1























FAN COIL UNIT CONTROL DIAGRAM

NO SCALE

4

FAN COIL UNIT SCHEDULE - HYDRONIC

SYMBOL SERVICE CFM

EXT.

S.P.

IN W.C.

EAT COOLING COIL HEATING COIL DIMENSIONS ELECTRICAL

MANUFACTURER MODEL REMARKS

DB °F WB °F

TOTAL

MBH

SENSIBLE

MBH

GPM

EWT

°F

LWT

°F

COIL

ROWS

W.P.D.

FT. HD

TOTAL

MBH

GPM

EWT

°F

LWT

°F

COIL

ROWS

W.P.D.

FT. HD

L D H HP

MOTOR

POWER

MCA RPM

VOLT-

PHASE

DISCONNECT

CONTROLLER/STARTER

BY (NOTE A) TYPE (NOTE B) BY (NOTE A) TYPE (NOTE A)

FCU-1 SEE DWGS. 290 NOTE 1 75 62 5.2 4.5 0.50 56 44 2 2.5 3.50 0.5 140 110 1 2.5

48" 9.5" 28.5" 1/4

22W 1.38 625 120-1 MFR NF MFR NF TRANE

UNITRANE

-060

NOTE 2, 3

NOTES:

1.

UNIT WILL BE FREE DISCHARGE, VERTICAL SLOPE TOP, FRONT TOE SPACE INLET, TOP QUAD GRILLE OUTLET.

2.

EXISTING FAN COIL UNIT DIMMENSIONS ARE APPROXIMATELY 50 3/4" (WIDTH) BY 9 1/4" (DEPTH) BY 28 1/2" (HEIGHT) (UNIT HAS A SLOPED TOP, HEIGHT DIMENSION IS BACK OF UNIT). CONTRACTOR TO FIELD VERIFY

ALL DIMENSION AND PROVIDE NEW UNITS THAT WILL FIT WITHIN EXISTING EQUIPMENT FOOTPRINT AS CLOSE TO THE EXISTING SIZE AS POSSIBLE. 48" IS THE MINIMUM ACCEPTABLE WIDTH OF THE UNIT.

3.

PROVIDE UNIT WITH ELECTRICALLY COMMUTATED MOTOR (ECM) FAN.

4 PROVIDE MERV 8 FILTERS FOR THE FAN

SCHEDULE GENERAL NOTES:

A. DISCONNECT AND CONTROLLER STARTER FURNISHED AND

INSTALLED BY:

MFR = MANUFACTURER

EC = ELECTRICAL CONTRACTOR.

MC = FURNISHED BY MECHANICAL CONTRACTOR, INSTALLED

BY ELECTRICAL CONTRACTOR

MFR/EC =

FURNISHED LOOSE BY MANUFACTURER

INSTALLED BY ELECTRICAL CONTRACTOR

ATC = AUTOMATIC TEMPERATURE CONTROL CONTRACTOR

B. DISCONNECT TYPE:

F = FUSED

NF = NON-FUSED

C. CONTROLLER STARTER TYPE:

FV = FULL VOLTAGE

WYE = WYE-DELTA

SS = SOLID STATE (SOFT START)

MS = MANUAL STARTER

VFD = VARIABLE FREQUENCY DRIVE

VFD/B = VARIABLE FREQUENCY DRIVE WITH BYPASS

D. FAN RPM SHALL NOT EXCEED 110% OF SCHEDULED VALUE,

WITH THE SCHEDULED WHEEL TYPE. SUBSTITUTION OF BI OR BIA FANS

FANS FOR FC IS ACCEPTABLE IF EFFICIENCY IS NOT LOWER.

E. NO EQUIPMENT SHALL BE SELECTED ABOVE 90% OF MOTOR

NAME PLATE RATING.

F. MUST BE WITHIN +/- 10% OF SCHEDULED RPM.

G. CURB TYPE:

MFR = STANDARD CURB BY MANUFACTURER

GC = BY GENERAL CONTRACTOR

SAC = SOUND ATTENUATOR CURB

GENERAL CONTROL NOTES

CONTROL SYMBOLS LIST

SYMBOL:         DESCRIPTION:

SYMBOL:    DESCRIPTION:

FLOW DIAGRAM SYMBOL LIST

NOISE CONTROL WALL PENETRATION DETAIL

NO SCALE

5

PIPE THROUGH NON-FIRE RATED WALL

NO SCALE

4

DETAIL (BLOW-THROUGH)

NO SCALE

6

CONDENSATE TRAP


